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Plasmafugen
Plasma Gouging

Verfahren: Plasmafugen
Gase: Luft Ar/H,
Materialien: elektrisch leitfahige
Werkstoffe
Process: Plasma gouging
Gases: Air, Ar/H,
Materials: electric conductive
materials
Anwendung
Usage:
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Plasmafugen
Plasma Gouging

Vorteile | Advantages

* Vierfach héhere Materialausbringung als
beim Fugen durch Kohleelektrode

* Keine Aufkohlung der gefugten Material-
oberflache

* Einfache Prozesshandhabung

* Kaum Verzug des Werkstucks durch geringen
Warmeeintrag

* Ca.15fach reduzierte Rauchentwicklung
* Reduzierung des Gerauschpegels um 10 bis

15 dB(A)

* Kostenreduzierung durch geringeren
Schweifiguteinsatz infolge gut beherrsch-
barer Fugengeometrie

* Up to four times higher removal rate of
material than gouging with carbon electrode

* No carburization of the gouged material
surface

* Easy process handling

* Less distortion of the workpiece through low
heat input

* Up to 15 times less formation of smoke

* Reduction of noise level by 10 to 15 dB(A)

* Cost reduction because of lower usage of

weld metal due to the fact that joint
geometry is under good control

PLASMAFUGEN

PLASMA GOUGING

Einsatz | Application

* Vorbereitung fir Gegen-
schweiBBungen

* Beseitigung von Material-
oberflachenfehlern

* Anarbeitung von Flanken

* Abschalen von Material
an auftraggeschweif3ten
Werksticken

* Reinigen & Putzen von
Gussteilen

* Angleichung unterschied-
licher Materialquerschnitte

* Preparation of reverse side
welding (sealing runs)

* Removing of defects on the
surface of materials

* Groove face preparation

* Peeling of material on surfa-
ced workpieces

* Cleaning & polishing of
castings

* Adjustment of different
material cross-sections

Empfohlene Anlagereihen
Recommended Unit series

FineFocus
PA-S, CUTi,
CUTLINE
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