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Fab-Cut Systems Inc.

Gantry Packages

All Gantries are constructed out of steel.

See Reverse Side For Details

How To Contact Us:

Canadian Head Office: U.S. Head Office:
Fab-Cut® Systems Inc. Fab-Cut® Plasma Systems Ltd.
1585 Centennial Drive 224095 Fisher Road

Kingston, ON K7P 0K4 Watertown, NY 13601
(613) 389-7761 Local 1 (844) 575-4500

www.fab-cut.com




Our Fab-Cut team wants you to have flexibility and to
also offer you solutions to meet your needs. We offer
custom gantry packages to replace existing out of date
systems or you can fabricate your own table and we will
supply you an all in one gantry kit that is ready to use
when you receive it. All gantries include the linear side
rail package to add to your table.

We offer 4', 5', 6' and 8’ wide as standard sizes but we
can also offer custom widths to meet your needs. All of our
standard gantries are fabricated from 2” x 4” x .250 HSS
tubing with 5/8” bolt on steel side plates. This provides a
very solid and true tracking package on any table. The
gantry systems are available with HD stepper or servo
motor packages. Our motor packages all use a direct drive
4:1 gear box with the Nema 23 motors or 5:1 on our 8’
wide gantries with Nema 34 motors.

Features and Benefits

North American’s #1 CAD/CAM/CNC software Std/Pro
Easy to learn and use
Plasma machine cut charts built into software
Easily import .dxf, .dwg, .png, .jpeg and .bmp drawings
Basic grid parts nesting
Torch Height Control (THC) standard
Linear rails with very smooth movement
Operates on 120 v
Use your own plasma or order one from us
Industrial laptop or desktop computer included with 2
software licenses
8” clearance under gantry but up to 12” available
Operate up to 350+ ipm (4’), 750 ipm (5’) up to 900 ipm on
wider gantries
Anti-collision torch protection
Designed for air plasma, multi-gas plasma and oxy/fuel
HD cutting
Gantries shipped 95% assembled
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Notes:

** Standard grid parts nesting
or upgrade to Pro version for
advanced grid part nesting
*** THC may require
additional component to be
installed if using your own
plasma system

**** Anti-collision torch holder
requires 180 degree machine
torch

linear rails

Contact Us Today!
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